
DD/DS/DDEM DIRECT DRIVEN CENTRIFUGAL FANS



DD/DS/DDEM DIRECT DRIVEN CENTRIFUGAL FANS

DD – FORWA R D C U RV E D Double  in let

DS – FORWA R D C U RV E D Single  in let

Fan Selection Curves

1 DD-180-178/3
2 DD-7-7-9
3 DD-7-7-14
4 DD-9-7-9
5 DD-9-7-14
6 DD-9-9-9
7 DD-9-9-14
8 DD-10-8-9
9 DD-10-10-9
10 DD-11-9-9
11 DD-11-11-9
12 DD-12-9-9
13 DD-12-12-9

14 DS-7-6
15 DS-7-4
16 DS-9-6
17 DS-9-4
18 DS-10-6
19 DS-10-4
20 DS-11-6
21 DS-11-4
22 DS-12-6
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DDE / EM – FORWARD CURVED Single  in let

DD E B / E M – B AC KWA R D C U RV E D Single  in let

1 DDE/EM-200-4-0.37
2 DDE/EM-225-4-0.55
3 DDE/EM-250-4-0.75
3 DDE/EM-250-4-1.1
4 DDE/EM-280-4-1.1
4 DDE/EM-280-4-1.5
5 DDE/EM-315-4-2.2
5 DDE/EM-315-4-3.0

6 DDEB/EM-200-2-0.37
7 DDEB/EM-225-2-0.37
8 DDEB/EM-250-2-0.37
9 DDEB/EM-280-2-0.55
10 DDEB/EM-315-2-1.1
11 DDEB/EM-355-2-2.2
12 DDEB/EM-400-2-4.0
13 DDEB/EM-400-4-0.55
14 DDEB/EM-450-4-0.75

DDEM Forward and backward curved, single inlet, direct driven centrifugal fans, with motor outside airstream.
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No. Type
Speed Motor Current Max Min Min Sound Weight
Min-1 Rating I-Nom I-Max m3/h m3/h Pa dB(A)** (kg)

Watts A A

DD/DS PER FORMANCE DATA

1 DD-180-178/3 1400 45 0.7 1.0 1000 250 0 55 5.9
2 DD-7-7-9 900 62 1.0 0.75 1000 250 0 51 7.4
3 DD-7-7-14 1400 92 1.5 1.5 1150 500 75 57 6.9
4 DD-9-7-9 900 184 2.0 2.7 2000 500 0 56 10.6
5 DD-9-7-14 1400 368 3.1 3.8 2400 750 230 66 13.0
6 DD-9-9-9 900 245 2.2 2.5 2500 750 0 59 14.0
7 DD-9-9-14 1400 368 3.1 3.8 2300 750 260 61 14.2
8 DD-10-8-9 900 245 2.9 3.4 2900 1000 100 56 14.5
9 DD-10-10-9 900 245 2.9 3.4 3250 1000 75 57 15.6
10 DD-11-9-9 900 550 4.0 4.8 3900 1500 50 60 17.5
11 DD-11-11-9 900 736 6.0 7.5* 5100 1000 0 65 24.0
12 DD-12-9-9 900 736 6.5 7.5* 4500 1500 150 65 25.5
13 DD-12-12-9 900 920 8.5 NR 6150 2100 80 71 30.0
14 DS-7-6 900 62 0.6 0.75 625 150 0 58 7.0
15 DS-7-4 1400 92 1.15 1.5 820 400 75 62 6.8
16 DS-9-6 900 62 0.6 0.75 900 400 25 59 8.0
17 DS-9-4 1380 92 1.3 1.5 1000 200 150 63 7.5
18 DS-10-6 900 122 1.5 1.8 1000 500 50 62 12.5
19 DS-10-4 1400 368 3.1 3.8 1350 440 175 64 14.5
20 DS-11-6 900 245 2.3 2.7 1500 500 0 61 18.0
21 DS-11-4 1400 460 3.7 4.6 1925 800 150 66 17.0
22 DS-12-6 900 550 4.0 4.8 2600 1620 0 73 23.0

DDEM PER FORMANCE DATA

Supply 230/1/50Hz
I-Max A Maximum current with speed control
* Transformer control only
** Sound pressure level at 3 metres from discharge (free field measurement)
NR Not suitable for speed control

Supply 400/3/50Hz
Not suitable for speed control
** Sound pressure level at 3 metres from discharge (free field measurement)

No. Type
Speed Motor Current Max Min Sound Weight
Min-1 Rating I-Nom m3/h Pa dB(A)** (kg)

kW A

1 DDE/EM-200-4-0.37 1380 0.37 1.2 1600 100 61 11.4
2 DDE/EM-225-4-0.55 1360 0.55 1.7 2300 130 63 15.3
3 DDE/EM-250-4-0.75 1350 0.75 2.1 2700 180 65 20.1
3 DDE/EM-250-4-1.1 1395 1.1 3.0 3250 50 69 22.6
4 DDE/EM-280-4-1.1 1395 1.1 3.0 3300 375 69 26.8
4 DDE/EM-280-4-1.5 1395 1.5 3.7 4200 150 73 28.8
5 DDE/EM-315-4-2.2 1420 2.2 5.0 5100 400 72 40.1
5 DDE/EM-315-4-3.0 1410 3.0 7.1 6600 200 75 43.7
6 DDEB/EM-200-2-0.37 2730 0.37 0.95 1100 0 62 10.1
7 DDEB/EM-225-2-0.37 2730 0.37 0.95 1500 0 65 10.9
8 DDEB/EM-250-2-0.37 2730 0.37 0.95 2000 160 68 12.4
9 DDEB/EM-280-2-0.55 2730 0.55 1.35 3100 120 72 21.1
10 DDEB/EM-315-2-1.1 2810 1.1 2.6 4500 0 77 24.1
11 DDEB/EM-355-2-2.2 2850 2.2 4.4 6000 370 78 28.2
12 DDEB/EM-400-2-4.0 2850 4.0 7.6 9200 200 83 57.3
13 DDEB/EM-400-4-0.55 1360 0.55 1.7 4500 0 68 36.7
14 DDEB/EM-450-4-0.75 1350 0.75 2.1 5000 290 70 44.7



Robust Direct Drive

Centrifugal Fans – Consistent

Reliability in Air System &

Equipment Applications.
The DDEM fan is suitable for handling
air at temperatures up to 80°C.

Casings
All fan casings are manufactured from
heavy gauge galvanised steel.

Impellers
Forward curved impellers on the 
DD 180 and DD 7 fans are constructed
in aluminium.  All other forward
curved impellers on DD/DS/DDE fans
are galvanised steel. Backward
curved impellers are all constructed
in glass reinforced polyamide.

Motors
Are totally enclosed class B or F
insulation suitable for maximum
ambient temperatures of 50°C. The
DD range motors have excellent
speed control characteristics.

Accessories
- Circular connections
- Transition pieces
- Flexible connections
- Base frames
- Anti vibration mounts
- Special coatings
- Controllers
- Inverters

DDEM Range
Single inlet centrifugal fans with
dynamically balanced forward curved
(DDE) or backward curved (DDEB)
impellers mounted directly onto the
motor shaft.

Motors are fitted externally out of the
airstream on a removable motor
mounting plate, allowing the motor
and impeller to be easily taken out 
for cleaning or maintenance, without
having to disconnect ducting.

The fan’s cube construction enables
it to be readily installed in any
discharge position and provides an
integral outlet flange for easy
connection to flanged ducting.

Imofa’s direct driven fan range is
designed to provide optimum value
to the designer, installer, and end
user.  The fan’s robust construction
and constant quality make it equally
suitable for installation in supply and
exhaust air systems, and in original
equipment where it contributes to the
equipment manufacturer’s reputation
for the consistent performance and
reliability of their product.

DD/DS Range
Double inlet (DD) and single inlet (DS)
fans with dynamically balanced
forward curved impellers mounted
directly onto the motor shaft.

Three or four point motor suspension
with anti-vibration rubber mounts,
together with high standard impeller
balancing, ensures vibration free, quiet
operation.  The DD/DS is suitable for
handling air temperatures up to 50°C.

DD/DS/DDEM DIRECT DRIVEN CENTRIFUGAL FANS

DD - Double Inlet Fans

DDE - Forward Curved Fan
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Imofa UK Ltd. Coach House, 49 East St, Colchester, Essex, CO1 2TG
Tel: (44) 01206 794606. Fax: (44) 01206 794095.
email: imofa@parrot.co.uk

Members of The Honing Beheer Group of Companies

Due to policy of continuous product research and development, we reserve the right to alter specifications and dimensions without prior notice. Certified drawings and data can be supplied against order.

Imofa Ireland 
Tel: (353) 0503 41332
Fax: (353) 0503 41360
email: jerry@imofa.com

Imofa Holland
Tel: (031) 035 525 8873
Fax: (031) 035 526 2424
email: info@thermoair.com 

DD/DS/DDEM DIRECT DRIVEN CENTRIFUGAL FANS SPECIFICATION

DD /D S

DD-180 288 212 270 205 260
DD-7-7 320 228 293 205 270
DD-9-7 390 236 385 255 275
DD-9-9 390 300 385 255 325
DD-10-8 440 270 422 285 325
DD-10-10 440 336 422 285 355
DD-11-9 455 300 433 313 355
DD-11-11 455 365 433 313 405
DD-12-9 520 311 490 340 360
DD-12-12 520 340 490 340 415
DS-7 320 110 293 205 203
DS-9 390 139 385 255 165
DS-10 440 135 422 285 210
DS-11 455 160 433 313 228
DS-12 520 165 490 340 238DDEM

200-4-0.37 400 395 325 168 250 125 21 152 143
225-4-0.55 450 435 355 183 280 140 21 172 152
250-4-0.75 480 465 405 213 315 170 21 186 180
250-4-1.1 485 465 405 213 315 170 21 186 180
280-4-1.1 510 535 445 228 355 185 21 208 193
280-4-1.5 532 535 445 228 355 185 21 208 193
315-4-2.2 590 590 505 243 400 200 21 237 217
315-4-3.0 590 590 505 243 400 200 21 237 217

200-2-0.37 400 395 325 168 250 125 21 152 143
225-2-0.37 415 435 355 183 280 140 21 172 152
250-2-0.37 445 465 405 213 315 170 21 186 180
280-2-0.55 460 535 445 228 355 185 21 208 193
315-2-1.1 530 590 505 243 400 200 21 237 217
355-2-2.2 608 690 560 299 450 225 37 273 236
400-2-3.0 676 765 615 324 500 250 37 297 255
400-4-0.55 597 765 615 324 500 250 37 297 255
450-4-0.75 626 865 695 354 560 280 37 340 289

200 200 n/a 146
225 225 n/a 146
250 250 315 179
280 280 355 199
315 315 400 221
355 355 450 262
400 400 500 287
450 450 560 317
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